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FOR INDIVIDUAL GEN SET MODEL TYPES & ENGINE DATA SHEETS SEE
WWW.BROADCROWN.COM

GENERATOR TO BE PLACED ON A FLAT FLOOR OR CONCRETE BASE
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DRAWING No:

CREATED BY:

DATE:

DATE:

MODIFYED BY:

DESCRIPTION

TOLERANCES:

GENERAL TOLERANCES:  +/- 5mm
FABRICATION:  +/-  3mm
HOLE CENTRES:  +/-  1mm
OTHER TOLERANCES AS OTHERWISE 
STATED WHERE REQUIRED

GEOMETRICAL AND OTHER TOLERANCES 

FINISH:

GEN SET MODEL ENGINE ALTERNATOR WEIGHT (DRY) WEIGHT (WET)

BCC 450-60 QSX15-G7 HCI 544 C 5680 kgs 6835kgs

BCC 500-60 T2 QSX15-G9 HCI 544 D 5810 kgs 6965kgs
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C7R QSX15-G7/G9 60Hz Sales GA

REQUEST A QUOTE 
generators@genpowerusa.com

CALL US TODAY 
1-888-POWER-58

SHOP ONLINE 
www.genpowerusa.com/brands/CUMMINS-Generators




