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Class - Temp Rise

Series Star (V) 380 400 415 440 380 400 415 440 380 400 415 440 380 400 415 440

Parallel Star (V) 190 200 208 220 190 200 208 220 190 200 208 220 190 200 208 220

Series Delta (V) 220 230 240 254 220 230 240 254 220 230 240 254 220 230 240 254

kVA 400 445 400 400 455 500 455 450 478 512 478 478 500 520 500 495

kW 320 356 320 320 364 400 364 360 382 410 382 382 400 416 400 396

Efficiency (%) 94.5 94.3 94.8 94.9 94.0 93.8 94.4 94.6 93.8 93.7 94.2 94.4 93.5 93.6 94.0 94.3

kW Input 339 378 338 337 387 426 386 381 408 437 406 405 428 444 425 420

Series Star (V) 416 440 460 480 416 440 460 480 416 440 460 480 416 440 460 480

Parallel Star (V) 208 220 230 240 208 220 230 240 208 220 230 240 208 220 230 240

Delta (V) 240 254 266 277 240 254 266 277 240 254 266 277 240 254 266 277

kVA 481 500 531 538 525 550 581 594 550 581 613 625 569 600 631 644

kW 385 400 425 430 420 440 465 475 440 465 490 500 455 480 505 515

Efficiency (%) 94.3 94.4 94.4 94.5 94.0 94.1 94.1 94.2 93.8 93.9 93.9 94.0 93.6 93.7 93.7 93.9

kW Input 408 424 450 455 447 468 494 504 469 495 522 532 486 512 539 549

Cont. F - 105/40°C Cont. H - 125/40°C Standby - 150/40°C Standby - 163/27°C

DIMENSIONS

HCI534C/544C
Winding 311        0.8 Power Factor

RATINGS

50
Hz

60
Hz

8

CALL US TODAY 
1-888-POWER-58

REQUEST A QUOTE 
parts@genpowerusa.com

SHOP ONLINE 
www.genpowerusa.com




