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Class - Temp Rise

Series Star (V) 380 400 415 440 380 400 415 440 380 400 415 440 380 400 415 440

Parallel Star (V) 190 200 208 220 190 200 208 220 190 200 208 220 190 200 208 220

Series Delta (V) 220 230 240 254 220 230 240 254 220 230 240 254 220 230 240 254

kVA 550 560 550 550 600 610 600 600 636 640 636 636 660 665 660 660

kW 440 448 440 440 480 488 480 480 509 512 509 509 528 532 528 528

Efficiency (%) 95.0 95.1 95.2 95.3 94.7 94.9 95.0 95.2 94.5 94.7 94.8 95.0 94.3 94.5 94.7 94.9

kW Input 463 471 462 462 507 514 505 504 538 541 537 536 560 563 558 556

Series Star (V) 416 440 460 480 416 440 460 480 416 440 460 480 416 440 460 480

Parallel Star (V) 208 220 230 240 208 220 230 240 208 220 230 240 208 220 230 240

Delta (V) 240 254 266 277 240 254 266 277 240 254 266 277 240 254 266 277

kVA 625 650 663 675 681 713 731 750 719 750 780 800 738 769 798 819

kW 500 520 530 540 545 570 585 600 575 600 624 640 590 615 638 655

Efficiency (%) 95.0 95.1 95.2 95.3 94.8 94.9 95.0 95.0 94.6 94.7 94.8 94.8 94.5 94.6 94.7 94.8

kW Input 526 547 557 567 575 601 616 632 608 634 658 675 625 650 674 691

HCI534E/544E
Winding 311        0.8 Power Factor

RATINGS
Cont. F - 105/40°C Cont. H - 125/40°C Standby - 150/40°C Standby - 163/27°C

DIMENSIONS
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CALL US TODAY 
1-888-POWER-58

REQUEST A QUOTE 
parts@genpowerusa.com

SHOP ONLINE 
www.genpowerusa.com




