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Class - Temp Rise

Star (V) 380 400 415 440 380 400 415 440 380 400 415 440 380 400 415 440

kVA 1500 1540 1540 1505 1615 1650 1650 1620 1675 1720 1720 1685 1715 1770 1770 1735

kW 1200 1232 1232 1204 1292 1320 1320 1296 1340 1376 1376 1348 1372 1416 1416 1388

Efficiency (%) 96.2 96.3 96.4 96.5 96.1 96.2 96.3 96.4 96.0 96.1 96.2 96.3 95.9 96.0 96.1 96.3

kW Input 1247 1279 1278 1248 1344 1372 1371 1344 1396 1432 1430 1400 1431 1475 1473 1441

Star (V) 416 440 460 480 416 440 460 480 416 440 460 480 416 440 460 480

kVA 1690 1800 1840 1875 1815 1935 1975 2015 1890 2015 2055 2100 1940 2070 2115 2160

kW 1352 1440 1472 1500 1452 1548 1580 1612 1512 1612 1644 1680 1552 1656 1692 1728

Efficiency (%) 96.2 96.2 96.3 96.4 96.1 96.1 96.2 96.3 96.0 96.0 96.1 96.2 95.9 96.0 96.1 96.1

kW Input 1405 1497 1529 1556 1511 1611 1642 1674 1575 1679 1711 1746 1618 1725 1761 1798

DIMENSIONS

PI734D

Cont. F - 105/40°C Cont. H - 125/40°C Standby - 150/40°C Standby - 163/27°C

Winding 312 / 0.8 Power Factor

RATINGS

50Hz

60Hz

8

CALL US TODAY 
1-888-POWER-58

REQUEST A QUOTE 
parts@genpowerusa.com

SHOP ONLINE 
www.genpowerusa.com




