UCI274G STAMFORD
Winding 06
RATINGS
60Hz
Class - Temp Ris Cont. F - 105/40°C Cont. H - 125/40°C Cont. F - 105/40°C Cont. H - 125/40°C
pRIs€ 0.8pf 0.8pf 1.0pf 1.0pf
Series (V)| 220 230 240 | 220 230 240 | 220 230 240 | 220 230 240
Parallel (V)| 110 115 120 | 110 115 120 | 110 115 120 | 110 115 120
kVA| 137.5 1375 137.5|150.0 150.0 150.0|137.5 137.5 137.5|150.0 150.0 150.0
kw| 110.0 110.0 110.0|120.0 120.0 120.0|137.5 137.5 137.5|150.0 150.0 150.0
Efficiency (%)| 855 859 86.3 | 850 855 859 | 886 89.0 89.3| 882 886 89.0
kW Input| 128.7 128.1 127.5|141.2 140.4 139.7|155.2 1545 154.0|170.1 169.3 168.5
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SINGLE BEARING ADAPTORS ! COUFLING DISCS
ADAPTOR A B | ¢ 0 DISC
SAE 1 9783 | 9153 | 438,53 [ 216,3 SAE 10 )
SAE 2 964 | 901 [ 425 | 202 | |  SAE 11,5 | 39,68
_SAE 3 | 964 | 901 | 425 | 202 | [ SAE 14 | 2540
7
CALL US TODAY REQUEST A QUOTE SHOP ONLINE

1-888-POWER-58 parts@genpowerusa.com www.genpowerusa.com





