Winding 311 / 0.8 Power Factor
RATINGS
Class - Temp Rise Cont. F - 105/40°C Cont. H - 125/40°C Standby - 150/40°C Standby - 163/27°C
50 Series Star (V)| 380 400 415 440 | 380 400 415 440 | 380 400 415 440 | 380 400 415 440
H Parallel Star (V)| 190 200 208 220 | 190 200 208 220 | 190 200 208 220 | 190 200 208 220
V4
Series Delta (V)| 220 230 240 254 | 220 230 240 254 | 220 230 240 254 | 220 230 240 254
kVA| 164.6 164.6 164.6 N/A |182.0 182.0 182.0 N/A |187.0 187.0 187.0 N/A |[200.0 200.0 200.0 N/A
kW] 131.7 131.7 131.7 N/A | 1456 145.6 145.6 N/A |149.6 149.6 149.6 N/A [160.0 160.0 160.0 N/A
Efficiency (%)] 92.3 92.6 928 N/A [ 920 923 925 NA |919 922 925 N/A |91.6 920 922 N/A
kW Input| 142.7 142.2 141.9 N/A |158.3 157.7 157.4 N/A |162.8 162.2 161.8 N/A |174.7 173.9 1735 N/A
60 Series Star (V)| 416 440 460 480 | 416 440 460 480 | 416 440 460 480 | 416 440 460 480
HZ Parallel Star (V)| 208 220 230 240 | 208 220 230 240 | 208 220 230 240 | 208 220 230 240
Series Delta (V)| 240 254 266 277 | 240 254 266 277 | 240 254 266 277 | 240 254 266 277
kVA[192.8 199.0 199.0 212.2]|205.0 2185 2185 231.4|213.0 228.8 228.8 250.0|218.5 234.0 234.0 253.3
kW| 154.2 159.2 159.2 169.8|164.0 174.8 174.8 185.1|170.4 183.0 183.0 200.0|174.8 187.2 187.2 202.6
Efficiency (%)] 92.4 92.7 929 93.0[ 922 924 927 927|920 922 925 925]919 921 924 925
kW Input| 166.9 171.7 171.4 182.5|177.9 189.2 188.6 199.7]|185.2 198.5 197.9 216.2|190.2 203.3 202.6 219.1
DIMENSIONS
A (WITH P.M.G.) 1045 (WITH P.M.G.)
, B (WITHOUT P.M.G.) _ 982 (WITHOUT P.M.G 538
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CALL US TODAY REQUEST A QUOTE

1-888-POWER-58

parts@genpowerusa.com

SHOP ONLINE
www.genpowerusa.com






