
Air Filter

Lifting Lugs

AVM's
Integral Rubber

4" Table D Flange
Complete  With 
4" Bellows Unit

Fork Pockets

  250  

  2700 Overall Length  

  1100 Fixing Hole Centres    1100  Fixing Hole Centres    250  
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MATERIAL:

NOTES - MECHANICAL

JGA163

ISSUE:

FINISH:

DATE

THIRD ANGLE PROJECTION

SHEET 1 of 1

CHECKED BY:

AS STATED.
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DRAWING No:

CREATED BY:

DATE:

DATE:

MODIFIED BY:

DESCRIPTION

REV DETAILS APP'D

TOLERANCES:

GENERAL TOLERANCES:  +/- 5mm
FABRICATION:  +/-  3mm
HOLE CENTRES:  +/-  1mm
OTHER TOLERANCES AS OTHERWISE 
STATED WHERE REQUIRED

GEOMETRICAL AND OTHER TOLERANCES 

DATE:

FOR INDIVIDUAL GEN SET MODEL TYPES SEE BROADCROWN LITERATURE

GENERATOR IS TO BE PLACED ON A FLAT 
FLOOR OR CONCRETE BASE

USEABLE TANK CAPACITY = 251L INTEGRAL / 225L BUNDED

BC Ref Engine Alternator Oil Capacity (L) Cooling Capacity (L) Dry Weight (Kg) Wet Weight (Kg)

BCJD 155-60 T3/F 6068HF285 UCI274 F 34 30 1636 1933

New GA.

A

L.R 15.05.13

6068HF285 UCI274 F
Open Frame 4 Sales GA

L.Richards

15.05.2013

S.Bean

15.05.2013

A

Control Panel
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  801 Overall Width  
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12v Lead
Acid Battery

Ø14 Fixing Holes   725 Fixing Hole CRS  
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Fuel Gauge

Fuel Fill

1" Optional Boss  786 Exhaust Outlet  
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REQUEST A QUOTE 
generators@genpowerusa.com

CALL US TODAY 
1-888-POWER-58

SHOP ONLINE 
www.genpowerusa.com/brands/JOHN-DEERE-Generators




