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1318     FRONT ACCESS
DOOR OPENING

1018  REAR ACCESS
DOOR OPENING

GEN SET MODEL ENGINE ALTERNATOR WEIGHT (DRY) WEIGHT (WET)

BCJD 350-60 T3 6135HF485 HCI 444 E 5789 6667

BCJD 405-60 T3 6135HF485 HCI 444 F 5925 6803

13.08.13
Access Fitting Changes.
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L.Richards

13.08.2013

S BEAN

02.02.2010

14.08.2013

L.RCanopy Steel Kit & Rad Fill

Weights Added.

B

CANOPY 6 REGEN 6135HF485
                    SALES GA

MATERIAL:

JGA100

FINISH:

ISSUE:

THIRD ANGLE PROJECTION
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DATEAPP'DDETAILS

CHECKED BY:

NOTES - MECHANICAL

AS STATED.

A

B

C

D

E

F

G

H

1 2 3 4 5 6 7 8

DRAWING No:

CREATED BY:

DATE:

DATE:

MODIFYED BY:

DESCRIPTION

REV

TOLERANCES:

GENERAL TOLERANCES:  +/- 5mm
FABRICATION:  +/-  3mm
HOLE CENTRES:  +/-  1mm
OTHER TOLERANCES AS OTHERWISE 
STATED WHERE REQUIRED

GEOMETRICAL AND OTHER TOLERANCES 

DATE:

AIR OUTLET

RAD FILL COVER

RAIN CAP/

ENGINE TYPE: JOHN DEERE 6135HF485 - 1800 TIER 3

GENERATOR TO BE PLACED ON A FLAT FLOOR OR CONCRETE BASE

EXHAUST BELLOWS

POSITION

CONTROL PANEL &

BATTERY 

BREAKER BOX

CENTRE POINT LIFT
(OPTIONAL)

EXHAUST OUTLET

FOR INDIVIDUAL GEN SET MODEL TYPES & ENGINE DATA SHEETS SEE WWW.BROADCROWN.COM

AIR FILTER
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WINDOW
PANEL

EMERGENCY
STOP

AIR INLET

CABLE ENTRY

CONTROL 

FULLY SEALED PUSH
TO CLOSE DOOR LATCH
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   FIXING
815 816304 816

   OVERALL LENGTH

815CENTRES    

1466

815
815

843    DOOR WIDTH

2765.5

1244

450

1000   DOOR WIDTH

5500

  1734.5  

(4 POSITIONS)
JACKING POINT
LIFTING EYE/

BREATHER PIPE 
DISCHARGE

   NOMINAL OVERALL WIDTH1600

1510   FIXING HOLE CTRS Ø14

1738   TOTAL WIDTH
 TO LIFTING EYES

REQUEST A QUOTE 
generators@genpowerusa.com

CALL US TODAY 
1-888-POWER-58

SHOP ONLINE 
www.genpowerusa.com/brands/JOHN-DEERE-Generators




